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IS-A105N Iskrobezpieczne           II 1G EEx ia IIC T4
49 Tonowe Syreny Alarmowe

l   II 1G EEx ia IIC T4 (-40°C<=Ta<=+60°C)

l Moc wyjŜciowa:  105dB(A) @ 1m

l 49 tony alarmowe do wyboru  (PFEER/UKOOA)

l 3 stopnie alarmowe

l Zastosowanie do Stref 0, 1 i 2, Grupy gazu IIC

l Automatyczna synchronizacja dźwięku

l Obudowa niepalna ABS UL94V0

l Dostępny kolor: Czerwony RAL3000,  Szary RAL7038

lub Biały RAL9010

l Napięcie zasilania : 16-28 VDC poprzez barierę Zenera

lub izolator galwaniczny

l Monitoring końca linii za pomocą rezystora

l Zabezpieczenie przeciążeniowe i odwrotnej polaryzacji

l Stopień ochrony obudowy IP66

l Niski pobór prądu

l Temperatura pracy : -40 do +60°C

l Temperatura skğadowania : -40 do +70°C

l WilgotnoŜĺ wzglňdna : 90% przy 50°C

l Waga : 0.75 kg

l Efektywny zasiňg przy 1 kHz : 60m

l SIRA Certyfikat

Standard : EN50014: 1997+ A1 & A2

EN50020: 2002

EN50284: 1999

l ATEX Numer certyfikatu : SIRA04ATEX2301X

IECEx Numer certyfikatu : IECEx SIR 04.0038X

FM aprobata

l Instalacja :

Zasilanie poprzez certyfikowanŃ barierň Zenera, kt·rej wyjŜciowe

parametry nie przekraczajŃ :

Uo : 28VDC

Io : 93mA

Po : 660mW

lub przez izolator galwaniczny speğniajŃcy wymagania

systemowe.

l MoŨliwoŜĺ podğŃczenia kabli od przekroju 0.5 do 2.5 mm².

l Pob·r prŃdu : 25 mA przy napiňciu zasilania 24V poprzez

 barierň Zenera 28V 300 Ohm.

Sygnalizator Iskrobezpieczny IS-L101L L.E.D. 
Może być połączony z syreną IS-A105N 
Kolor klosza: czerwony, bursztynowy, zielony, niebieski

      II 1G EEx ia IIC T4
Strefy 0,1 & 2 ATEX, IECEx & FM

Wymiary w milimetrach
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Strona 2 z 2

TSP2202-D

Stopień 1  Opis Częstotliwościowy                                                                                                Stopień 2  Stopień 3

Tone 1 340 Hz Continuous Tone 2 Tone 5
Tone 2 800/1000Hz @ 0.25 sec Alternating Tone 17 Tone 5
Tone 3 500/1200Hz @ 0.3Hz 0.5 sec Slow Whoop Tone 2 Tone 5
Tone 4 800/1000Hz @ 1Hz Sweeping Tone 6 Tone 5
Tone 5 2400Hz Continuous Tone 3 Tone 20
Tone 6 2400/2900Hz @ 7Hz Sweeping Tone 7 Tone 5
Tone 7 2400/2900Hz @ 1Hz Sweeping Tone 10 Tone 5
Tone 8 500/1200/500Hz @ 0.3Hz Sweeping Tone 2 Tone 5
Tone 9 1200/500Hz @ 1Hz - DIN / PFEER P.T.A.P. Tone 15 Tone 2
Tone 10 2400/2900Hz @ 2Hz Alternating Tone 7 Tone 5
Tone 11 1000Hz @ 1Hz Intermittent Tone 2 Tone 5
Tone 12 800/1000Hz @ 0.875Hz Alternating Tone 4 Tone 5
Tone 13 2400Hz @ 1Hz Intermittent Tone 15 Tone 5
Tone 14 800Hz 0.25sec on, 1 sec off Intermittent Tone 4 Tone 5
Tone 15 800Hz Continuous Tone 2 Tone 5
Tone 16 660Hz 150mS on, 150mS off Intermittent Tone 18 Tone 5
Tone 17 544Hz (100mS)/440Hz (400mS) - NF S 32-001 Tone 2 Tone 27
Tone 18 660Hz 1.8sec on, 1.8sec off Intermittent Tone 2 Tone 5
Tone 19 1.4KHz-1.6KHz 1s, 1.6KHz-1.4KHz 0.5s -NFC48-265 Tone 2 Tone 5
Tone 20 660Hz Continuous Tone 2 Tone 5
Tone 21 554Hz/440Hz @ 1Hz Alternating Tone 2 Tone 5
Tone 22 544Hz @ 0.875 sec. Intermittent Tone 2 Tone 5
Tone 23 800Hz @ 2Hz Intermittent Tone 6 Tone 5
Tone 24 800/1000Hz @ 50Hz Sweeping Tone 29 Tone 5
Tone 25 2400/2900Hz @ 50Hz Sweeping Tone 29 Tone 5
Tone 26 Bell Tone 2 Tone 15
Tone 27 554Hz Continuous Tone 26 Tone 5
Tone 28 440Hz Continuous Tone 2 Tone 5
Tone 29 800/1000Hz @ 7Hz Sweeping Tone 7 Tone 5
Tone 30 300Hz Continuous Tone 2 Tone 5
Tone 31 660/1200Hz @ 1Hz Sweeping Tone 26 Tone 5
Tone 32 Two tone chime. Tone 26 Tone 15
Tone 33 745Hz @ 1Hz Intermittent Tone 2 Tone 5
Tone 34 1000 & 2000Hz @ 0.5 sec Alternating - Singapore Tone 38 Tone 45
Tone 35 420Hz @ 0.625 sec Australian Alert Tone 36 Tone 5
Tone 36 500-1200Hz 3.75sec /0.25sec. Australian Evac. Tone 35 Tone 5
Tone 37 1000Hz Continuous - PFEER Toxic Gas Tone 9 Tone 45
Tone 38 2000Hz Continuous Tone 34 Tone 45
Tone 39 800Hz 0.25sec on, 1 sec off Intermittent Tone 23 Tone 17
Tone 40 544Hz (100mS)/440Hz (400mS) - NF S 32-001 Tone 31 Tone 27
Tone 41 Motor Siren - slow rise to 1200 Hz Tone 2 Tone 5
Tone 42 Motor Siren - slow rise to 800 Hz Tone 2 Tone 5
Tone 43 1200 Hz Continuous Tone 2 Tone 5
Tone 44 Motor Siren - slow rise to 2400 Hz Tone 2 Tone 5
Tone 45 1KHz 1s on, 1s off Intermittent - PFEER Gen. Alarm Tone 38 Tone 34
Tone 46 1200/500Hz @ 1Hz - DIN / PFEER P.T.A.P. Tone 47 Tone 37
Tone 47 1KHz 1s on, 1s off Intermittent - PFEER Gen. Alarm Tone 46 Tone 37
Tone 48 420Hz @ 0.625 sec Australian Alert Tone 49 Tone 5
Tone 49 500-1200Hz 3.75sec /0.25sec. Australian Evac. Tone 26 Tone 37


